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	 SPECIFICATIONS – FE-850
	 CFM	 850
	 Filter System	 4 Stage
	 Stage 1 Filter	 Stainless Mesh
	 Stage 1 Filter Size	 21.8" x 11.6"	 554 x 295 mm
	 Stage 2 Filter	 Aluminum Mesh
	 Stage 2 Filter Size	 21.25" x 17.25" x 7/8"	 540 x 440 x 22 mm
	 Stage 3 Filter	 Pre-Pleated Filter
	 Stage 3 Filter Size	 23.3" x 23.3" x 1.5"	 595 x 595 x 45 mm
	 Stage 4 Filter	 HEPA
	 Stage 4 Filter Size	 24" x 24" x 11.5"	 593 x 593 x 300 mm
	 Fume Arm	 6" x 10'	 152 x 3050 mm
	 Motor	 1.5 hp
	 Power Requirements	 110V
	 Shipping 
	 Dimensions (L x W x H)	 47" x 29.4" x 33.5"	 1203 x 746 x 850.2 mm

	 Shipping Weight	 590 lbs.	 268 kgs.

u �Heavy duty welding fume  
extractor

u �6" x 10' extractor arm
u �1.5 hp
u �850 CFM
u �4 stage filter 

1. Stainless steel mesh 
2. Aluminum mesh 
3. Pre-pleated filter 
4. HEPA filter

u �Portable
u �Full steel construction
u �CSA – U.S. certified
u �Tool-less filter maintance
u �110V

Specifications subject to change without notice.

Fume Extractors – FE-850

HEPA Filter

Aluminum Filter

Stainless Filter

Pre-pleated Filter


