
46"
1173mm

MAX

ON POSITION
82"-96"

2083mm-2438mm

376mm
ROUGH-IN

14-3/4" 16"
408mm

9"
229mm

3 1/2"
89mm

ROUGH-IN
198mm
7-3/4"

SUSPENDED
CEILING

REMOVABLE
ACCESS
PLATE

HANGER BRACKETS
(NOT SUPPLIED)
(AS REQUIRED)

3-1/2"
89mm

35mm
1 3/8"

1" IPS
SUPPLY

1-5/8"
41mm
REF

876mm
34 1/2"

MAX

1" BRASS STAY
OPEN BALL VALVE

1" UNION & CLOSE NIPPLE

2X

HANDLE,
CLOSED

POSITION

WALL

1" IPS PIPE & FITTINGS
(NOT SUPPLIED)

STAINLESS STEEL
CABINET

16" MIN
406mm MIN10-1/2"

267mm
FLANGE DIA.

10"
254mm

HOLE DIA.
9 3/8"

238mm

NOTES:
1.  TO COMPLY WITH ANSI Z358.1-2009 FOR EMERGENCY SHOWER EQUIPMENT:
      -  UNIT SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURER'S INSTRUCTIONS AND
         ACCEPTABLE PLUMBING PRACTICES.
      -  SHOWER SHALL BE POSITIONED SO THAT SHOWER HEAD IS NOT LESS THAN 208.3 CM (82 IN.)
         NOR MORE THAN 243.8 CM (96 IN.) FROM SURFACE ON WHICH USER STANDS.
      -  SHOWER SPRAY PATTERN SHALL HAVE A MINIMUM DIAMETER OF 50.8 CM (20 IN.) AT
         152.4 CM (60 IN.) ABOVE SURFACE ON WHICH USER STANDS, AND CENTER OF SPRAY
         PATTERN SHALL BE LOCATED AT LEAST 40.6 CM (16 IN.) FROM ANY OBSTRUCTION.

2.   DIMENSIONS MAY VARY ±1/2" [12.7mm].

3    INSTALL STAINLESS STEEL CABINET AS CLOSE TO DOOR JAM AS POSSIBLE.

3

1" IPS PIPE
(NOT SUPPLIED)

1" IPS PIPE
(NOT SUPPLIED)
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1" IPS ELBOW & PIPE
(SUPPLIED)

(NOT SUPPLIED)



ESCUTCHEON

10 7/8"
276mm

FOR ALTERNATE "HANG DOWN" INSTALLATION
OF SHOWER HEAD (SHOWN ABOVE) PERFORM
THE FOLLOWING STEPS:
A) SWAP OUT 1" X 5" NIPPLE FOR
    1" X 6-1/2" HI POLISHED NIPPLE (SUPPLIED)
B) USE CEILING ESCUTCHEON FOR 1" PIPE (SUPPLIED)

SUSPENDED
CEILING

WALL

WALL
3

16" MIN.
406mm

1" IPS PIPE & FITTINGS
(NOT SUPPLIED)

TOP VIEW

NOTES:
1.  TO COMPLY WITH ANSI Z358.1-2009 FOR EMERGENCY SHOWER EQUIPMENT:
      -  UNIT SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURER'S INSTRUCTIONS AND
         ACCEPTABLE PLUMBING PRACTICES.
      -  SHOWER SHALL BE POSITIONED SO THAT SHOWERHEAD IS NOT LESS THAN 208.3 CM (82 IN.)
         NOR MORE THAN 243.8 CM (96 IN.) FROM SURFACE ON WHICH USER STANDS.
      -  SHOWER SPRAY PATTERN SHALL HAVE A MINIMUM DIAMETER OF 50.8 CM (20 IN.) AT
         152.4 CM (60 IN.) ABOVE SURFACE ON WHICH USER STANDS, AND CENTER OF SPRAY
         PATTERN SHALL BE LOCATED AT LEAST 40.6 CM (16 IN.) FROM ANY OBSTRUCTION.

2.   DIMENSIONS MAY VARY ±1/2" [12.7mm].

3    INSTALL STAINLESS STEEL CABINET AS CLOSE TO DOOR JAM AS POSSIBLE.
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1" IPS HIGH
POLISH NIPPLE

(SUPPLIED)

HALLWAY

82" -  96"
2083mm - 2438mm

ALTERNATE
"HANG DOWN"
INSTALLATION


