e

WINLAND
ELECTRONICS, INC.

TEMP-H-W (RED SENSOR)

32 to +221 °F (0 to +105 °C)

TEMP-H-W is a waterproof temperature sensor accessory for: ol
e EnviroAlert Professional® Gateway (EAPro-GTWY)
e EnviroAlert Professional® Multi-Function Transmitter (EAPro-WMFT)
e EnviroAlert® 200 series (EA200-12 and EA200-24)
e EnviroAlert® 400 series (EA400-12 and EA400-24)
e EnviroAlert® 800-ip (Discontinued)
e EnviroAlert® Multi-Function Sensor (Discontinued)
Features:
e Fully submersible waterproof constructed sensor
e Maximum cable run of 1,000’ (304.8m) [18-22 AWG twisted pair]
e  Works with TEMP-P-H if the application requires protected sensors
e Consider Winland accessories:
o Temp-G-B (Glycerin Bottle)
o Temp-S-K (Splice Kit)
o Temp-B-T (Buffer Tube)
o Temp-P-H (Probe Housing)
Specifications:
Sensor Length 1.16” (29.5mm)
Sensor Diameter 0.3” (7.62mm)
Cable Lead 38” (0.96m) [extend up to 1,000’ (304.8m) using 18-22 AWG twisted pair]
Weight 0.800z (22.68g)
Temperature Range | 32 to +221 °F (0 to +105 °C)
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