
User's manual Manual del usuario Manuel de l'utilisateur

Customer Service
US: 1-800-645-2986

Servicio de atención al Cliente
US: 1-800-645-2986

Service à la clientèle
Canada: 888-645-2986

MODEL #
1

1.  x 
hex head bolts and 1/4" washers (18
places).

2. Assemble leg extenders using 1/4" - 20  x
2" hex head bolts, flat washers and elastic
lock nuts.

3. Mount dividers using 1/4" x 3/8" truss head
bolts and wing nuts.

4. Mount top flush to back of bench with
equal overhang on both slides using #12 x
2 Phillips pan head sheet metal screws.

Note: shelving and dividers are optional

Bench-In-A-Box 
Packing Workbench
B2336389: 72"W x 30"D Maple Butcher Block Eased Edge 

B2336390: 72"W x 30"D ESD Laminate T-Mold Edge (ref page 2) 
B2336391: 72"W x 30"D Plastic Laminate T-Mold Edge 

B2336392: 60"W x 30"D Maple Butcher Block Eased Edge 
B2336393: 60"W x 30"D ESD Laminate T-Mold Edge (ref page 2)

B2336394: 60"W x 30"D Plastic Laminate T-Mold Edge
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ESD installation only for below models:
B2336390: 72"W x 30"D ESD Laminate T-Mold Edge
B2336393: 60"W x 30"D ESD Laminate T-Mold Edge
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Packing Workbench
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Packing Workbench

 

  machine screws and 3/8" strut nuts to the shelf 
brackets, spin the .
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Packing Workbench
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