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<, LOCKER BENCH
ASSEMBLY INSTRUCTION
Model 183670 Model 183672 , 183674 , 183676
CONTENTS 6' BENCH CONTENTS 8', 9, 10' BENCH
REF. |QTY. | DESCRIPTION  |REF. |QTY.| DESCRIPTION REF. |QTY. | DESCRIPTION |REF. |QTY.| DESCRIPTION
! 2 PEDESTAL LEG # 10 phillips flange " ! 3 PEDESTAL LEG # 10 phillips flange
H1 8 head wood screw ¢ 2 H1 19 | _head wood screw :
2 | 1 | BENCHTOP S 2 | 1 | BENCHTOP S
1 3mm drill bit 1 3mm drill bit‘

BENCH PEDESTAL LEG POSITION

6 foot (72") bench 9 foot (108") bench
’ ; " 15" 39" 39" 15"
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8 foot (96") bench 10 foot (120") bench
r 15"»]—7 33" ‘ 33" 15 »‘ r 15 T745 ‘ 45 ‘ 15 j

NOTE:

USE DRILL BIT PROVIDED
TO DRILL PILOT HOLES 5/8 DEEP.

PEDESTAL
LEG

A WARNING.
BOLT BENCH BASES TO FLOOR

USE ALL MOUNTING HOLES PROVIDED.

A WARNING.
1. BENCH PEDESTAL LEG MUST BE
SECURED TO BENCH TOP WITH NOTE:
(4) SCREWS PER PEDESTAL. NOTE: NO FLOOR MOUNTING HARDWARE PROVIDED.
2. BENCH MUST BE BOLTED TO 8. 9' AND 10' LONG BENCHES USE APPROPRIATE HARDWARE

FLOOR TO PREVENT TIPPING FOR FLOOR CONDITION.
BEFORE USE. REQUIRE (3) PEDESTAL LEGS.
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S .L BANCO DE VESTUARIO

INSTRUCCIONES DE ENSAMBLAJE

Modelo 183670 Modelo 183672, 183674 , 183676
CONTENIDO BANCA 6' BENCH CONTENIDO BANCA 8', 9', 10' BENCH
REF. |CANT. DESCRIPCION REF. |CANT. DESCRIPCION REF. |CANT. DESCRIPCION REF. |CANT. DESCRIPCION
RS P (E R e
H1 8 de cabeza de brida ) H1 12 de cabeza de brida
2 1 TABLA \/ 2 1 TABLA
1 broca 3mm 1 broca 3mm
BANCA 6 PIES (72") BANCA 9 PIES (108")
" " " 15" i 39" } 39" 15"
r 15 ‘ 42 ‘ 15 ] ﬁ ‘ ‘ ‘ j
N \\\”/, AN ‘ J \\\7 / . ‘ J
BANCA 8 PIES (96") BANCA 10 PIES (120")
=1 T 33" 3" — T e Ti 45" | 45" | ¥

NOTA:

USE LA BROCA PROPORCIONADA
PARA TALADRAR LOS AGUJEROS
PILOTO DE 5/8" DE PROFUNDIDAD.

PEDESTAL
LEG

A ADVERTENCIA

ANCLE LAS PATAS DE LA BANCA AL SUELO.
USE TODOS LOS ORIFICIOS DE MONTAJE.

A ADVERTENCIA

1. LAS PATAS DEL BANCO DEBEN SER
ATORNILLADAS A LA TABLA CON 4 NOTA:
TORNILLOS POR PEDESTAL. ’

NOTA: HARDWARE DE ANCLAJE AL
2. EL BANCO DEBE ESTAR ATORNILLADO SUELO NO INCLUIDO.
AL PISO PARA EVITAR QUE SE VUELQUE BANCAS DE 8, 9'Y 10' DE LARGO USE HARDWARE APPROPIADO

ANTES DE USAR. REQUIEREN 3 PATAS. PARA CADA TIPO DE SUELO.
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