
ElectroSamson
Digital Hand-Held Scale

 Accuracy– Fast, accurate, and reliable
at  +/- 4 divisions

	Capacity–
10 kg x 0.01 kg / 22 lb x 0.02 lb/¼ oz
25 kg x 0.02 kg / 55 lb x 0.05 lb/½ oz
45 kg x 0.05 kg / 99 lb x 0.1 lb/1 oz

	Construction– Tough ABS case with built-in
hand grip for easy fitting

 Power– 9V alkaline battery (included)

	Display– Angled 15 mm / 0.6" seven
segment LCD

	Operator Keys– On/zero, off, hold, units



ElectroSamson Digital Hand-Held Scale

 Specifications Specifications
Annunciators: Tare, hold
Units: lb, lb/oz, kg
Battery: Powered by a 9V alkaline battery (included) 
Battery Life: Over eight hours continuous
Functions: 100% tare, hold, selectable units from lb, lb/

oz or kg, auto-off after two minutes to help prolong 
battery life when not in use

Carrying Pouch: Supplied with a padded carrying 
pouch with adjustable waist strap

Operating Temperature: 
0° C to +40° C / 32° to 104° F

Product Dimension: Handle to Hook 
330 mm (L) x 95 mm (W) x 57 mm (H) 
13" L x 3.75" W x 2.25" H

Product Weight: 0.38 kg / 0.85 lb
Packaging Dimension: 

279 mm (L) x 140 mm (W) x 76 mm (H) 
11" L x 5.5" W x 3" H

Shipping Weight:  1.3 kg / 3 lb

Approvals: 
CE electromagnetic compatibility

Packaging Contents:  Fixed s hook, robust double 
hand metal lift bar and padded carrying pouch with 
belt clip

 Features Features
This modern sharp looking scale offers all the qualities 
of a traditional hanging balance with the simplicity,  
convenience and accuracy of digital scale. Ideal for  
use in a wide range of general applications from sports 
fishing, poultry weighing, seed and animal feed  
preparation, health & safety audits for safe lifting and to 
identify used or partially discharged fire extinguishers. 
Large easy-to-read LCD display
“Hold” feature for one person operation on heavier load
Memory tare function retains tare in memory during 
power off
A robust, compact and lightweight portable scale
A carrying pouch is supplied for protection when 
not in use
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